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for pendants or spots (order separately)

L: 281mm

610-0291001000XX0 7-POLE

610-0291002000XX0 11-POLE

L: 562mm

610-0292001000XX0 7-POLE

610-0292002000XX0 11-POLE

COMPLETE CODE

XX = HOUSING COLOUR

S silver = 04

W white = 05

S black = 06

IP 20     

Symbolic photo

58
281 / 562

• Universal insert
• Powder-coated surface
• For equipping with sensors, emergency lights, speakers, spots,  
   or pendant lights (by customer)
• Available in 2 lengths
• With connection terminal up to 5 x 2.5mm²

UNIVERSAL INSERTS

UNIVERSAL INSERT
220-240V AC 50/60Hz
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TRAIL 

Commissioning via BLUETOOTH

INDEX



047Transgourmet, Refrigerated warehouse, Bayreuth, Germany
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TRAIL 

Multisensor INDUSTRY
Multisensor INDUSTRY
• Passive infrared sensor for warehouses  
   and production halls
• With integrated light sensor up to 1000lx
• Mounting height up to 14m
• Two detection areas – circular 3360 up to  
   Ø 36m, rectangular 345 30 x 4m
• Bluetooth range up to 35m (Stand-Alone)
• Protection class IP65
• Ambient temperature -20°C to 50°C

Stand Alone
• Up to 60% additional energy savings
• Full functionality without central light
	 management system, no
	 programming required.
• Includes DALI bus power supply
• Bluetooth Mesh network
• Constant light regulation, main and basic  
   light level adjustable
• Up to 16 DALI LED drivers connectable
• Commissioning and operation via free APP

System Input Device
• Up to 60% additional energy savings
• Integrated motion sensor & light sensor
• Standardized DALI-2 Input Devices
• Sensors provide data over the wired classic  
   DALI network to the controller
• Power supply via the two DALI bus lines

• Up to 60% additional energy savings
• One channel for switching light
• Easy adjustment on the device
• Switch-on threshold 10 – 2000 Lux
• Delay time 30 s – 30 min

Multisensor OFFICE
• Motion and presence sensor for lower  
  mounting heights of 2-5m
• With integrated light sensor up to  
  1000lx
• Optimal mounting at 2.8m with  
   presence detection area 4x4m
• Bluetooth range up to 25m (Stand- 
   Alone)
• Protection class IP20
• Ambient temperature -25°C to 50°C
• Three housing colours – white, grey,  
   black

Multisensor ON/OFF
• Mini motion detector for mounting  
   height up to 5m
• Ideal for storage/technical rooms,  
   entrances, corridors/hallways
• Integrated brightness sensor
• Protection class IP20
• Ambient temperature -25°C to 50°C
• Three housing colours – white, grey,  
   black

DESCRIPTON BENEFITSSENSOR APPLICATION

 LIGHT CONTROLS

INDUSTRY

OFFICE

BASIC

INDEX
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DETECTION AREAS

MOTION SENSOR 345MOTION SENSOR 3360

Insert 1 Insert 16Sensor

Insert 1 Insert XSensor

Insert 1 Insert XSensor
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TRAIL 

L: 562mm SENSOR POLE

610-0278001000XXm 3360 7-POLE

610-0278002000XXm 3360 11-POLE

L: 562mm SENSOR POLE

610-0280001000XXm 345 7-POLE

610-0280002000XXm 345 11-POLE

IP54     

MOTION DETECTOR 3360

MOTION DETECTOR 345

20m

14
m

14
m

32m

6m

12m

30m

14m

4m

Possible mounting height: 4.00 m – 14.00m
Green: radial / Black: tangential

Possible mounting height: 4.00 m – 14.00m
Green: radial and tangential

Mounting height Detection area
14 m Ø 20m (tangential)
9 m Ø 28m (tangential)
6 m Ø 32m (tangential)
2,8 m Ø 36m (tangential)

Mounting height Detection area
14 m 30 m x 4 m
10 m 25 m x 4 m
8 m 20 m x 4 m
6 m 15 m x 4 m
4 m 10 m x 4 m

58

562

COMPLETE CODE

XX = HOUSING COLOUR 

W white = 05

S black = 06

• Multisensor Industry - Sensor Module - DALI-2 Application 
   Controller (Stand-alone)
• PIR sensor for mounting heights up to 14m & light sensor up to  
   1000lx
• Two detection areas – circular 3360 & rectangular 345
• Includes DALI bus power supply, Bluetooth Mesh network,
	 range up to 35m
• Up to 16 DALI LED drivers connectable

MULTISENSOR INDUSTRY STAND ALONE

SENSOR INSERT INDUSTRY
220-240V AC 50/60Hz

INDEX
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IP54     

COMPLETE CODE

XX = HOUSING COLOUR  

W white = 05

S black = 06

L: 562mm SENSOR POLE

610-0294001000XXk 3360 7-POLE

610-0294002000XXk 3360 11-POLE

L: 562mm SENSOR POLE

610-0295001000XXk 345 7-POLE

610-0295002000XXk 345 11-POLE

MOTION DETECTOR 3360

MOTION DETECTOR 345

20m

14
m

32m

6m

12m

30m

14m

4m

Possible mounting height: 4.00 m – 14.00m
Green: radial / Black: tangential

Possible mounting height: 4.00 m – 14.00m
Green: radial and tangential

Mounting height Detection area
14 m Ø 20m (tangential)
9 m Ø 28m (tangential)
6 m Ø 32m (tangential)
2,8 m Ø 36m (tangential)

Mounting height Detection area
14 m 30 m x 4 m
10 m 25 m x 4 m
8 m 20 m x 4 m
6 m 15 m x 4 m
4 m 10 m x 4 m

58

562

• Multisensor Industry - Sensor Module - Standardized DALI-2  
   Input Device
• PIR sensor for mounting heights up to 14m & light sensor up  
   to 1000lx
• Two detection areas – circular 3360 & rectangular 345
• Power supply via DALI bus line

MULTISENSOR INDUSTRY INPUT DEVICE

SENSOR INSERT INDUSTRY
220-240V AC 50/60Hz
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TRAIL 

L: 281mm POLE

610-0297001000XXm 7-POLE

610-0297002000XXm 11-POLE

IP 20     

MOTION DETECTOR OFFICE

COMPLETE CODE 

XX = HOUSING COLOUR

S silver = 04

W white = 05

S black = 06

58

281

2,8m

4m

6m

Mounting height Detection Area
2 m 4,5m x 4,5m (tangential)
3 m 6,5m x 6,5m (tangential)
4 m 8,8m x 8,8m (tangential)
5 m 11,0m x 11,0m (tangential)

• Multisensor Office - Sensor Module - DALI-2 Application  
	 Controller (Stand-alone)
• PIR sensor with a presence detection area of 4 x 4m, light  
	 sensor up to 1000lx
• Optimal mounting height up to 5m
• Includes DALI bus power supply, Bluetooth Mesh network,  
	 range up to 25m
• Up to 16 DALI LED drivers connectable

SENSOR OFFICE STAND ALONE

SENSOR INSERT OFFICE
220-240V AC 50/60Hz

INDEX
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L: 281mm POLE

610-0296001000XXk 7-POLE

610-0296002000XXk 11-POLE

IP 20     

MOTION DETECTOR OFFICE

COMPLETE CODE 

XX = HOUSING COLOUR

S silver = 04

W white = 05

S black = 06

58

281

2,8m

4m

6m

Mounting height Detection Area
2 m 4,5m x 4,5m (tangential)
3 m 6,5m x 6,5m (tangential)
4 m 8,8m x 8,8m (tangential)
5 m 11,0m x 11,0m (tangential)

•	Multisensor Office - Sensor Module - Standardized DALI-2 Input  
	 Device
•	PIR sensor with a presence detection area of 4 x 4m, light  
	 sensor up to 1000lx
•	Optimal mounting height up to 5m
•	Power supply via DALI bus line

SENSOR OFFICE INPUT DEVICE

SENSOR INSERT OFFICE
220-240V AC 50/60Hz
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TRAIL 

L: 562mm POLE

610-0293001000XX0  7-POLE

610-0293002000XX0 11-POLE

IP 20     

COMPLETE CODE 

XX = HOUSING COLOUR

S silver = 04

W white = 05

S black = 06

58

562

MOTION DETECTOR OFFICE

6m 10m4m

2,5m

• Multisensor ON/OFF - Sensor Module
• For mounting heights up to 5m, integrated light sensor  
	 10-2000lx
• One channel for switching lights
• Easy adjustment on the device, delay time 30s - 30 min

SENSOR INSERT BASIC ON/OFF

SENSOR INSERT BASIC
220-240V AC 50/60Hz

INDEX



055Molto Luce, Production, Weißkirchen, Österreich
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TRAIL 

Various lengths & lumen outputs
·	 up to almost 20.000 lm for different room heights 
	 and applications
·	 3 performance classes: HE / MO / HO 

Bluetooth mash DALI2 sensors
·	 constant-light control
·	 high-precision moving control

SYSTEM CONFIGURATION ➔ PRODUCTION & LOGISTICS

INDEX
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Safety unit
· lenses for escape route lighting or anti-panic lighting
· 2 safety light circuits

Coloured ALU-housing
·	 ensures optimal heat dissipation even at high temperatures up to 50˚C
·	 predetermines long lifetime up to 100.000h L90 B10 and extended maintenance period
·	 optimized light engine reduces the amount of light 				       	
	 fixtures and energy consumption

Application-focused lens technology
·	 best visual comfort and precise glare reduction 
	 up to UGR <16
·	 continuous light appearance
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TRAIL 
Molto Luce, Production hall, Weißkirchen, Austria INDEX
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TRAIL 

Variable spacing 
·	 flexible insert combinations
·	 contacting anywhere over the length of the through-wiring profile
·	 plug & play positioning, fast and safety fastening
  

SYSTEM CONFIGURATION ➔ RETAIL

Escape route sign insert
·	 360° rotatable
·	 easy safety circuit selection

INDEX
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Highly efficient LED modules
·	 Molto Luce LED Module production provides any kind of light 		
	 colorus (CRI, CCT) according to your project needs

ARTIS insert
·	 homogeneous and efficient vertical illumination 
	 without glare
·	 1-flame asymmetric / 2-flame double asymmetric 
	 light beam combinations
·	 +/- 15° adjustable

MOVA insert
·	 many possibilities for the presentation of goods
·	 selectable beam angles, CCTs, CRI, ECGs
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TRAIL 
Transgourmet, Zell am See, Austria INDEX
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Combi 1 (7-pole rail)
ON/OFF & safety

Combi 2 (7-pole rail)
DALI 2 light- & motion control 

Insert 1 Insert 2 Insert 3 Insert XSensor

Insert 1 Insert 2 Insert 3 Insert XAntipanic

WIRING EXAMPLE ➔ PRODUCTION & LOGISTICS

WIRING EXAMPLE ➔ PRODUCTION & LOGISTICS

TRAIL MOUNTING EXAMPLES
INDEX
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Insert X

Combi 3 (11-pole rail)
DALI 2 light- & motion control
+ 2 circles for safety lighting

Combi 3 (11-pole rail)
L1 - ON / OFF licght inserts
L2 - MOVA
L3 - ARTIS
+ 2 circles for safety lighting

Insert 1

Insert 1

Insert 2

Insert 2

Insert 3

Insert 3

Insert X

Insert X

Sensor

antipanic

antipanic

rescue sign insert

rescue sign insert

WIRING EXAMPLE ➔ PRODUCTION & LOGISTICS

WIRING EXAMPLE ➔ RETAIL
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3ONE refurbishment concept
• Quick and easy installation
• Trail rail as backbone base
• Illuminance complies with the new EN 12464-1:2021 standard
• Up to 70% savings with optimised combination of luminaires and motion sensors
• Commissioning and operation via a free APP

Transgourmet, Garage, Zell am See, Austria

3ONE product details

3ONE/TIGO
INDEX

https://www.moltoluce.com/de-AT/produkte/liste/technisch/feuchtraumleuchten/3one-feuchtraumleuchte
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Transgourmet, Garage, Zell am See, Austria

3ONE/
 TIGO

3ONE
• Highly efficient design up to 183 lm/W
• Low maintenance with long lifetime of up to 		
	 100,000 h L80 B10

TIGO
• Easy & quick installation 
• Flexibility with MULTI-LUMEN ballast

3ONE VISION
• Transparent housing made of PC (polycarbonate) 
• indirect component for ceiling illumination
• With integrated high-frequency motion sensor
	 & Bluetooth
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3ONE/TIGO

The following table provides information on the chemical 
resistance of the different housing materials.

INORGANIC ACIDS	 PMMA	 PC	 GRP

Battery acid	 	 	
Bromic acid	 	 	
Hydrochloric acid up to 20%	 	 	
Hydrochloric acid over 20%	 	 	
Nitric acid up to 10%	 	 	
Nitric acid between 10% and 20%	 	 	
Nitric acid over 20%	 	 	
Hydrogen sulfide acid	 	 	
Hydrogen sulfide acid up to 50%	 	 	
Hydrogen sulfide acid up to 70%	 	 	
Hydrogen sulfide acid over 70%	 	 	
Hydrogen sulfide acid up to 5%	 	 	

ORGANIC ACIDS
Acetic acid up to 5%	 	 	
Acetic acid up to 30%	 	 	
Butyric acid	 	 	
Citric acid	 	 	
Lactic acid	 	 	

BASIC COMPOUNDS
Ammonia 0,005%*	 	 	
Milk of lime	 	 	
Synthetic basic compounds	 	 	
Sodium hydroxide up to 2%	 	 	
Sodium hydroxide up to 10%	 	 	

SOLVENTS
Acetone	 	 	
Ketone	 	 	
Chlorophenol	 	 	
Chloroform	 	 	
Methylene chloride	 	 	
Dioxane	 	 	
Ether	 	 	
Ethyl acetate	 	 	
Phenol	 	 	
Methyl ethyl ketone	 	 	
Turpentine	 	 	
Pyridine	 	 	
Carbon tetrachloride	 	 	
Xylene	 	 	

RESISTANCE TO CHEMICALS

LEGEND
Resistant Limited resistance Not resistant

CHEMICALS	 PMMA	 PC	 GRP

Alcohol	 	 	
Alcohol up to 30%	 	 	 	
Methanol	 	 	
Glycerin	 	 	
Glycol	 	 	

AQUEOUS SOLUTIONS
Seawater	 	 	
Hydrogen peroxide up to 40%	 	 	
Hydrogen peroxide over 40%	 	 	
Metal salts and their aqueous solutions	  	 	
Salt solutions	  	 	

GASES
Carbon dioxide	 	 	
Carbon monoxide	 	 	

HYDROCARBONS
Benzene	 	 	
Diesel oil	 	 	
Petroleum ether	 	 	
Aliphatic hydrocarbons	 	 	
Aromatic hydrocarbons	 	 	

OILS
Aniline	 	 	
Machine tool oils	 	 	
Diesel oil	 	 	
Brake oil	 	 	
Flammable acidic oils	 	 	
Camphor oil	 	 	
Lubricating oil	 	 	
Silicone oil	 	 	
Paraffin oil	 	 	
Saturated mineral oil	 	 	

INDEX



069RAIFFEISEN ARENA, Linz, Austria



070

3ONE/TIGO
Transgourmet, Zell am See, Austria INDEX
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3ONE VISION

DCAC IP66 IK08DDA
G

1282/1578

800/1100

101

84

ceiling/wall bracket
(included in delivery)

Hooks for suspension
(included in delivery)

Luminaire fasteners for TRAIL rail
610-0031000000000 (to be ordered separately)

ADVANTAGES
•	 Transparent housing made of PC 		
	 (polycarbonate), impact-resistant IK08
•	 With indirect component for ceiling 		
	 illumination
•	 High efficiency up to 160 lm/W

MOUNTING OPTIONS

Version
Multi-lumen

3ONE VISION PC COVER

PERFORMANCE LUMINOUS FLUX (lm) LUMEN/W KELVIN L x W x H ECG THROUGH-WIRING CODE
SYS 37W* 5100* 142 4000 1282 x 101 x 84 ON/OFF ML OHNE 175-0942051231401

SYS 48W-15W 6800-2200 142 4000 1282 x 101 x 84 ON/OFF ML 3x 1,5mm 175-0942168231401

SYS 41W* 6500* 147 4000 1578 x 101 x 84 ON/OFF ML OHNE 175-0945065231401

SYS 60W-16W 8800-2500 147 4000 1578 x 101 x 84 ON/OFF ML 3x 1,5mm 175-0945188231401
*Multilumen presetting

SYS 30W 4700 157 4000 1282 x 101 x 84 DALI OHNE 175-094204523140d

SYS 30W 4700 157 4000 1282 x 101 x 84 DALI 5x 1,5mm 175-094234523140d

SYS 44W 6700 152 4000 1578 x 101 x 84 DALI OHNE 175-094506723140d

SYS 44W 6700 152 4000 1578 x 101 x 84 DALI 5x 1,5mm 175-094536723140d
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3ONE/TIGO
Molto Luce, Garage, Weißkirchen, Austria INDEX
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90

95

1277/1577

476 800/1100

3ONE

DCAC IP66 DDA
G

ADVANTAGES
•	 Housing made of GRP (glass-reinforced 	
	 polyester) with silicone seal (silicon-	
	 based endless foam)
•	 High-efficiency up to 183	 lm/W
•	 Low maintenance with a long lifetime 	
	 of up to 100,000h L80 B10

Version
Multi-lumen

For mounting on TRAIL rail
(included in delivery)

ceiling bracket
(included in delivery)

Hooks for suspension
175-013 

(to be ordered separately)

Wall mounting set
175-014 

(to be ordered separately)

MOUNTING OPTIONS

3ONE PMMA COVER

PERFORMANCE LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
SYS 18/23/28/33W 3300/4200/5000/5700 bis zu 183 4000 1277 x 90 x 95 ON/OFF ML OHNE 175-2172057131441

SYS 23/29/35/41W 4200/5200/6200/7100 bis zu 183 4000 1577 x 90 x 95 ON/OFF ML OHNE 175-2175071131441

SYS 36W 6300 175 4000 1577 x 90 x 95 DALI OHNE 175-217506313144d

3ONE PC COVER

PERFORMANCE LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
SYS 18/23/28/33W 3100/4000/48000/5400 bis zu 174 4000 1277 x 90 x 95 ON/OFF ML OHNE 175-2172054231441

SYS 23/29/35/41W 4000/5000/5900/6800 bis zu 174 4000 1577 x 90 x 95 ON/OFF ML OHNE 175-2175068231441

SYS 23W 4000 174 4000 1577 x 90 x 95 DALI OHNE 175-217504023144d

*marked in bold - Multilumen preset
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3ONE/TIGO
RAIFFEISEN ARENA, Linz, Austria INDEX
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3ONE BASIC

DCAC IP66 DDA
G

90

95

116

99

1277/1577

476 800/1100

ADVANTAGES
•	 Housing made of GRP (glass-reinforced 	
	 polyester) with PU sealing (non-aging 	
	 polyurethane foam)
•	 Unique translucency (up to 93%) 		
– excellent visual comfort
•	 Easy & quick installation with many 	
	 different feeding options (with 5-pole 	
	 terminal block)

For mounting on TRAIL rail
(included in delivery)

ceiling bracket
(included in delivery)

Hooks for suspension
175-013 

(to be ordered separately)

Wall mounting set
175-014 

(to be ordered separately)

MOUNTING OPTIONS

Version
Multi-lumen

3ONE BASIC PMMA COVER-MULTILUMEN

PERFORMANCE LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
SYS 14/21/25/32/38/44W 2100/3200/4000/5000/5800/6600 bis zu 160 4000 1277 x 90 x 95 ON/OFF ML OHNE 175-2052066131441

SYS 17/26/30/38/46/53W 2600/3900/5000/6300/7300/8300 bis zu 167 4000 1577 x 90 x 95 ON/OFF ML OHNE 175-2055083131441

SYS 17/26/30/38/46/53W 2500/3700/4750/6000/6900/7900 bis zu 158 3000 1577 x 90 x 95 ON/OFF ML OHNE 175-2055083131341

3ONE BASIC PC COVER-MULTILUMEN

PERFORMANCE LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
SYS 14/21/25/32/38/44W 2200/3000/3800/4700/5600/6300 bis zu 157 4000 1277 x 90 x 95 ON/OFF ML OHNE 175-2052063231441

SYS 17/26/30/38/46/53W 2600/3800/4800/6000/7200/8100 bis zu 160 4000 1577 x 90 x 95 ON/OFF ML OHNE 175-2055081231441

3ONE BASIC PC FIXED OUTPUT

PERFORMANCE LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
SYS 20W 3000 150 4000 669 x 90 x 95 ON/OFF OHNE 175-2051030231440

SYS 32W 4700 147 4000 1277 x 90 x 95 ON/OFF 5x 1,5mm 175-2152347231440

SYS 26W 3800 146 4000 1577 x 90 x 95 ON/OFF 5x 1,5mm 175-2055338231440

SYS 38W 6000 158 4000 1577 x 90 x 95 ON/OFF 5x 1,5mm 175-2055360231440

SYS 38W 6000 158 4000 1577 x 90 x 95 DALI 5x 1,5mm 175-205536023144d

3ONE BASIC PC UGR<22

PERFORMANCE LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
SYS 26W 3800 146 4000 1577 x 116 x 95 ON/OFF AC/DC 3x 1,5mm 175-2055138231449

*marked in bold - Multilumen preset
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3ONE/TIGO

•	With integrated high-frequency 		
	 motion sensor for mounting height of 	
	 2.5-3.5m
•	With integrated light sensor up to 		
	 1000lx
•	Optimal mounting height of 2.8m with 	
	 a detection range of Ø 8m (50m²)
•	Bluetooth Mesh communication with 	
	 a range up to 15m
•	Includes DALI bus power supply

•	Up to 60% additional energy savings
•	Lower investment with full functionality 	
	 without central control and DALI wiring
•	Freely definable delay-times and light 	
	 levels
•	Free, independent lighting group 
	 settings for each area
•	Options for various time schedules
•	Quick commissioning and operation 	
	 using a free app

•	With integrated module for Bluetooth 	
	 Mesh wireless networking
•	Range up to 35m
•	Includes DALI bus power supply
•	With DALI-2 wired communication, 		
	 up to 16 DALI LED drivers can be 
	 connected

•	With integrated high-frequency 		
	 motion sensor for optimal mounting 	
	 height of 2.5-3.5m and range of Ø 8m 	
	 (50m²)
•	Daylight threshold 2 Lux / 10 Lux / 50 	
	 Lux / Off
•	Switching capacity max. 400W
•	Fixed predefined time delays: 5s / 90s 	
	 / 5min / 15min
•	Sensitivity adjustment: 10% / 50% / 	
	 75% / 100%

•	For expanding the Bluetooth Mesh 		
	 network connection
•	Wireless networking with master 		
	 luminaire
•	System settings are automatically 		
	 adopted from the master
•	Commissioning and operation via a 		
	 free app

•	Up to 60% additional energy savings
•	For simple applications with switchable 	
	 luminaires
•	Predefined settings (daylight threshold, 	
	 timeouts, and sensitivity)
•	Easy adjustment using DIP switch 

3ONE MASTER

3ONE EXTENSION

LIGHT CONTROLS

3ONE VISION 
BT MESH

3ONE 
BT MESH

3ONE BASIC 
HF SENSOR 
ON/OFF

DESCRIPTION ADVANTAGESSENSOR APPLICATION

INDEX
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3ONE Master (with HF sensor) is wired to other 3ONE DALI luminaires with 2x 1.5m2.

3ONE Master /
Extension

3ONE Master /
(HF Sensor)

3ONE DALI
Nr. 1

3ONE Extension
Nr. 1

3ONE Extension
Nr. 2

3ONE Extension
Nr. xxx

3ONE DALI
Nr. 2

3ONE DALI
Nr. 16

L

L

L

L

N

N

N

N

PE

PE

PE

PE

D1
+

D1
+

D1
+

D1
+

D1
-

D1
-

D1
-

D1
-

L

L

N

N

PE

PE

D1
+

D1
+

D1
-

D1
-

L

L

N

N

PE

PE

D1
+

D1
+

D1
-

D1
-

N

N

L

L

D1-

D1+

PE

WIRING & COMMUNICATION SETTINGS

PE

3ONE Master /
(HF Sensor)

3ONE
Nr. 1

3ONE
Nr. 2

3ONE
Nr. xxx

L LN NPE PEL´ N L N PE L N PE

N

L

PE

TECHNOLOGY PARTNER

Reach -15m Overrun
Crossfade

Time out

3	 Sek.

10	 Sek.

?

Brightness
52 %

0	 50	 100

0. 75-1,5

L N N L

Antenna module

Daylight threshold

Timeout

Detection range

Daylight Sensor

Very easy operation via free app

Li
gh

t

Time

T1 T2

L

Freely definable occupied, prolonged 
and vacant timeouts

Freely definable light levels and 
time-out settings (1s – 4hrs)

• 	DIP switch settings for daylight 		
	 threshold, timeouts, and sensitivity

WIRED

WIRELESS
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3ONE/TIGO

SENSORS

Why sensors are essential in lighting control 

HIGH-FREQUENCY 
SENSORS

Sensors are not only a key element for energy efficiency, enabling additional energy savings of up to 60%, but they also enhance com-
fort, safety, and the overall user experience.

• Integrated daylight/motion sensors
• Full functionality without central control and DALI wiring
• Easy adjustment and operation with minimal investment 

•	 Operate with reflective echo
•	 Circular detection
•	 Independent of temperature
•	 Radial-tangential

DCAC IP66 DDA
G

2,8m

Ø 8m

DETECTION AREA

3ONE VISION PC COVER

VERSION W LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
Bluetooth Mesh with HF-Sensor* 44 6700 152 4000 1577 x 104 x 84 DALI OHNE 175-094506723140h

Bluetooth Mesh with Extension* 44 6700 152 4000 1577 x 104 x 84 DALI OHNE 175-094506723140b

3ONE PMMA COVER

VERSION W LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
Bluetooth Mesh with HF-Sensor* 36 6300 175 4000 1577 x 90 x 95 DALI OHNE 175-217506313144h

Bluetooth Mesh with Extension* 36 6300 175 4000 1577 x 90 x 95 DALI OHNE 175-217506313144b

3ONE BASIC PMMA COVER

VERSION W LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
HF-Sensor 26 4000 154 4000 1277 x 90 x 95 ON/OFF AC/DC 3x 1,5mm 175-205214013144k

HF-Sensor 39 6000 154 3000 1577 x 90 x 95 ON/OFF AC/DC 3x 1,5mm 175-205516013134k

HF-Sensor 39 6300 162 4000 1577 x 90 x 95 ON/OFF AC/DC 3x 1,5mm 175-205516313144k

INDEX
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3ONE/TIGO
Molto Luce, Weißkirchen, Austria INDEX
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3ONE OUTDOOR

DCAC IP66 DDA
G

ADVANTAGES
•	 PMMA diffuser (UV-stabilized & no 		
	 yellowing)
•	 Housing made of GRP (glass-rein		
	 forced polyester) with silicone-based 	
	 endless foam gasket
•	 Ventilated cable gland to prevent 		
	 moisture accumulation inside the 		
	 luminaire
•	 High-quality stainless steel clips

90

95

1277/1577

476 800/1100

The bleed screw is 
included in the scope of 

delivery

For mounting on TRAIL rail
(included in delivery)

ceiling bracket
(included in delivery)

Hooks for suspension
175-013 

(to be ordered separately)

Wall mounting set
175-014 

(to be ordered separately)

MOUNTING OPTIONS

Version
Multi-lumen

3ONE OUTDOOR PMMA COVER

PERFORMANCE LUMEN LUMEN/W KELVIN L x W x H DIMM WIRING CODE
SYS 14/21/25/32/38/44W 2100/3200/4000/5000/5800/6600 bis zu 160 4000 1277 x 90 x 95 ON/OFF ML OHNE 175-2652066131441

SYS 17/26/30/38/46/53W 2600/3900/5000/6300/7300/8300 bis zu 167 4000 1577 x 90 x 95 ON/OFF ML OHNE 175-2655083131441

*marked in bold - Multilumen preset
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Special solutions for 
demanding areas

3ONE SKII

3ONE EMERGENCY

3ONE EXTREME

Typical applications

Typical applications

Typical applications

Damp proof luminaire, housing made of GRP (glass-reinforced 
polyester)
With silicone seal (silicon-based endless foam), including 
converter, CRI>80

Damp proof luminaire, housing made of GRP (glass-reinforced 
polyester)
With silicone seal (silicon-based endless foam), including 
converter, CRI>80

Damp proof luminaire, housing made of GRP (glass-reinforced 
polyester), including converter, CRI>80

Simple and fire-hazardous workplaces, areas with increased 
security standards, high levels of contamination

Emergency lighting solution with single battery system, for 
simple and fire-hazardous workplaces, and areas with high 
levels of contamination (e.g., parking garages) 

Special industrial areas with increased requirements for 
chemical resistance, livestock farming (not suitable for poultry 
farming), storage areas

3ONE H&L

Typical applications

Damp proof luminaire, housing made of GRP (glass-reinforced 
polyester)
With silicone seal (silicon-based endless foam), including 
converter, CRI>80

Extreme temperatures (both high and low), high humidity & 
moisture (e.g., cold storage)

INDEX
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ADVANTAGES

Every industrial facility and application has unique requirements. That‘s why we offer customized 
lighting solutions that are perfectly tailored to your specific needs.
Whether it‘s fire-hazardous workplaces, areas with high security requirements, or zones that 
must withstand extreme temperatures and special chemical resistance demands, we have the 
right and safe product.

Protection class II, unique translucency (up to 93%) – excellent visual comfort, 
no wiring, 4000K

Single battery (nominal operating duration: 3h), 420lm in emergency operation
Housing made of GRP (glass-reinforced polyester), PC cover with high impact resistance IK08
Unique translucency (up to 93%) – excellent visual comfort
High-quality stainless steel clips

Higher chemical resistance, ammonia-resistant, specially protected electronic 
ballasts (EVGs) & light engine, 4000K.

High temperature resistance (-30° C to +55° C) with full lifetime, vented cable gland 
to prevent moisture buildup inside the luminaire, complies with international food 
standards, no through-wiring, 4000K.
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3ONE/TIGO
INDEX
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ceiling bracket
(included in delivery)

suspension
175-177 

(to be ordered separately)

MOUNTING OPTIONS

IK08

TIGO

ADVANTAGES
• 	Robust PC (Polycarbonate) housing 		
	 (IP66) with high impact resistance 		
	 IK08
•	 Easy & quick installation with many 	
	 different application possibilities
• Flexibility with MULTI-LUMEN ballast

TIGO PC COVER

CONNECTED LOAD LUMINOUS FLUX (lm) LUMEN/W KELVIN L x W x H ECG THROUGH-WIRING CODE
SYS 19/24/30/35 2700/3400/4250/4950 142 3000 1195 x 65 x 60 ON/OFF ML 3x 1,5mm 175-1762150231341

SYS 19/24/30/35 2900/3650/4550/5300 152 4000 1195 x 63 x 60 ON/OFF ML 3x 1,5mm 175-1762150231441

SYS 30/38/44/50 4300/5400/6250/7100 142 3000 1495 x 65 x 60 ON/OFF ML 3x 1,5mm 175-1765165231341

SYS 30/38/44/50 4550/5750/6700/7600 152 4000 1495 x 65 x 60 ON/OFF ML 3x 1,5mm 175-1765165231441

Version
Multi-lumen

Values marked in bold = Multilumen default setting

DCAC IP66 DDA
G

65mm

60mm

1145/1445mm

1195/1495mm
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3ONE/TIGO

15

58

300

50
62

50

64

15

58

EMPTY RAIL 

COVERS 

BLIND COVER
plastic 

610-0231000000XX0 L: 1137mm
610-0237000000XX0 L: 1696mm
610-0232000000XX0 L: 2255mm
610-0233000000XX0 L: 4510mm

BLIND COVER
metal 

610-0234000000050 W L: 1137mm

LINEAR CONNECTOR MECHANIC
inside 

610-0023000000000

TRUNKING RAIL 
empty module without through-wiring

galvanized sheet steel
Suitable for luminaire mounting standard clamps

610-0205000000XX0 L: 4510mm

2pcs. standard clamps 
included in delivery

END CAP
set 2 pcs.

610-0001000000XX0

COMPLETE CODE

XX = COLOUR

S silver = 04

W white = 05

S black = 06

INDEX
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Ø 15

L

5

42

15

42

15

42

35

42

35

31

10 2,
2

42

19

CEILING MOUNTING SET
no tools needed

610-0003000000000

ROPE FAST SUSPENSION
no tools needed

610-0004000000000 LOW
610-0005000000000 HIGH for 25mm installation conduit

MOUNTING COMPONENTS  

CHAIN SUSPENSION
no tools needed

610-0006000000000 LOW 
610-0019000000000 HIGH for 25mm  installation conduit

STEEL ROPE WITH LOOP
no tools needed, to be shortened as desired

610-0025000000000 Ø 1,5mm / L 1500mm
610-0026000000000 Ø 1,5mm / L 3000mm
610-0027000000000 Ø 1,5mm / L 6000mm

CHAIN 
Load capacity: max. 30kg

835-9926194  Ø 2,2mm / per meter

CABLE HOLDER
no tools needed

610-0014000000000 INSIDE
610-0016000000000 OUTSIDE

CABLE HOLDER INSIDE 
metal

610-0029000000000

VENTILATION CABLE GLAND (3ONE)

175-043

SEALING GROMMET (3ONE)

175-017
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Stand-alone lighting control concept
• Up to 90% energy savings
• Full functionality without a central lighting management system - no programming required
• Incl. DALI bus power supply
• Bluetooth mesh network
• Constant light control, any selectable main and basic light level
• Commissioning and operation via free APP

TUNE product details

TUNE
Penzkofer, Regen, Germany INDEX

https://www.moltoluce.com/de-AT/produkte/liste/technisch/hallenleuchten
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TUNE
TUNE S/M
• Excellent visual comfort (UGR <22/25)
• PC refractor (TUNE S)
• Long lifetime of 70,000h L80 B10
• Designed according to thermal requirements for use up to 50° C 
	 ambient temperature
• Ball-proof tested (ball-proof grid)

TUNE S/M MASTER 3360/345
• Bluetooth Mesh DALI-2 sensors with wireless
	 networking
• Constant light control
• Highly precise motion detection
•  Circular 360° or rectangular detection areas

TUNE S/M EXTENSION
• Bluetooth Mesh wireless networking
• Configuration via Bluetooth app
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TUNE

TUNE

TUNE Extension
• Bluetooth Mesh wireless networking
• DALI-2 DATA communication
• Parameterization and configuration via Bluetooth app
• Powered by the D4i driver

Various lumen outputs up to ~ 21,000/30,000 lm for 
different room heights & applications
• High efficiency up to 160 lm/W
• Various control gear available: ON/OFF (1-10V 
	 dimming), DALI-2
• DALI 2 DATA control gear with bus power supply, 		
	 energy reporting diagnostics & maintenance
• Easy replacement of drivers during maintenance

PERFECT LIGHT LEVEL FOR PROFESSIONAL APPLICATIONS
➔ Excellent glare protection and visual comfort – even for the most demanding applications in industry

FIT FOR THE FUTURE
➔ Long service life at high ambient temperatures of 45° C at 30.000 lm

CUSTOMIZABLE
➔ Many different lumen outputs for an uncompromising application

LIGHT 4.0
➔ New sensors to save a lot of energy and reduce CO2

INDIVIDUALLY CONFIGURABLE
The TUNE luminaire can be adapted to 

specific requirements and needs.

INDEX

https://www.moltoluce.com/de-AT/kataloge
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Robust aluminium housing & mounting
•	 Designed according to thermal requirements for use up to 50° C 	
	 ambient temperature
•	 Easy & quick installation - single point suspension & electrical 	
	 connection (plug connection)
•	 Higher chemical resistance
•	 Very good mechanical stability

Robust aluminium housing IP 66
• Two different sizes (280/360 mm)
• Long lifetime of 70,000 h L80 B10
• Various accessories
• Mounting bracket for wall/ceiling installation
• Ball-proof tested (ball-proof grid)

Patented honeycomb optics
• Excellent visual comfort (UGR <22/25)
• High shock resistance IK10 (PC), IK08 (glass)
• PC refractor (only 280 mm)

TUNE Sensors – Bluetooth Mesh DALI-2 Sensors
• Bluetooth Mesh wireless networking
• DALI-2 DATA communication
• Parameterization and configuration via Bluetooth app
• Powered by the D4i driver
• Constant light control
• Highly precise motion detection
• Circular 360° or rectangular detection area

Existing system 36 x HQI-E 400 W metal-halide lamp / 15.840 W

TUNE M High Bay | 4752W

Sensor | 1901W

Daylight control | 1711 W

~ 70%
Energy saving

~ 60%
saving

~ 10%
Energy saving

ENERGY SAVING POTENTIAL
Example calculation production hall L x W x H (60 x 30 x11m)  
(based on an average motion profile)

~ 90%
energy saving

25t
reduction in CO2  

emissions per year 
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TUNE

INFO
Typical applications 
•	  Sports & multi-use halls  
•	  Production & logistics  
•	  Food industry  
•	  1:1 exchange of existing luminaires with 250 W - metal-halide lamp  
 
Advantages: 
•	  Easy & quick installation - single point suspension  & electrical  
	 connection (optional AC plug-in) 
•	  Robust housing made of aluminium (IP66) with high shock resistance  
•	  High impact resistance IK10 (PC)  
•	  Excellent visual comfort (UGR up to <22/25)  
•	  Long lifetime: 70,000 h L80 B10  
•	  High efficiency up to 155 lm/W

Eurogast, Leoben, Austria INDEX
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Ø 280

17
6

IP 66     TUNE S PC CCA
G

with ball proof grid

CODE SYS DIMENSION Ø x H LUMEN 3000K LM/W 3000K LUMEN 4000K LM/W 4000K AMBIENT TEMPERATURE (°C) UGR

157-01CC01011W44Y 150W 280 x 176 19860 132 20380 136 -30° up to +45° <25

157-01CC00011W44Y 145W 280 x 176 19480 134 19980 138 -30° up to +45° <25

157-01CC02011W44Y 133W 280 x 176 18010 135 18480 139 -30° up to +45° <25

157-01CC03011W44Y 116W 280 x 176 15980 138 16400 141 -30° up to +45° <25

157-01CC04011W44Y 98W 280 x 176 13900 142 14260 146 -30° up to +50° <25

157-01CC05011W44Y 85W 280 x 176 12540 148 12860 151 -30° up to +50° <25

157-01CC06011W44Y 71W 280 x 176 10700 151 10980 155 -30° up to +50° <25

COMPLETE CODE

CC = COVER W = LIGHT COLOUR Y = DIMMABILITY

PC = 10
PC + Ball proof grid = 11

LED 3000K = 9
LED 4000K = 4

DALI-2 = 2
switchable  ON/OFF or analog dim 1-10V = a

Accessories see page 114
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TUNE

INFO
Typical applications 
• Demanding industrial plants 
• Storage & logistics halls 
• Sales areas & exhibition halls 
• Fire-hazardous workplaces 
• 1:1 exchange of existing luminaires with 250 W - halogen metal vapor 	
	 lamps 
 
Advantages: 
• Easy & quick installation - single point suspension & electrical  
	 connection (optional AC plug) 
• High impact resistance IK08 (safety glass) 
• Excellent visual comfort (UGR up to <22/25), with the PC refractor up to 	
	 UGR <19 
• Long lifetime: 70,000 h L80 B10 
• High efficiency up to 160 lm/W

INDEX
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Ø 280

17
6

IP 66      CCA
GTUNE S GLAS

Accessories see page 114

CODE SYS DIMENSION Ø x H LUMEN 3000K LM/W 3000K LUMEN 4000K LM/W 4000K AMBIENT TEMPERATURE (°C) UGR

157-012001011W44Y 150W 280 x 176 20520 139 21050 140 -30° up to +45° <25

157-012000011W44Y 145W 280 x 176 20120 137 20640 142 -30° up to +45° <25

157-012002011W44Y 133W 280 x 176 18610 140 19090 144 -30° up to +45° <25

157-012003011W44Y 116W 280 x 176 16510 142 16940 146 -30° up to +45° <25

157-012004011W44Y 98W 280 x 176 14360 147 14730 150 -30° up to +50° <25

157-012005011W44Y 85W 280 x 176 12950 152 13280 156 -30° up to +50° <25

157-012006011W44Y 71W 280 x 176 11050 156 11340 160 -30° up to +50° <25

COMPLETE CODE

W = LIGHT COLOUR Y = DIMMABILITY

LED 3000K = 9
LED 4000K = 4

DALI-2 = 2
switchable  ON/OFF or analog dim 1-10V = a
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TUNE

INFO
Typical applications 
•	sports & multi purpose halls 
• production & logistics halls 
• food industry 
• 1:1 replacement of existing luminaires with 400W metal halide lamps 
 
Advantages: 
•	Easy & quick installation - single point suspension & electrical 
	 connection (optional AC plug-in) 
• Robust aluminum housing (IP66) with high shock resistance 
• High impact resistance IK10 (PC) 
• Excellent visual comfort (UGR up to <22/25) 
• Long lifetime: 70,000 h L80 B10 
•	High efficiency up to 153 lm/W

TJ Sokol Žižkov, Praha, Cech Republic INDEX
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Ø 360

18
6

TUNE M PC IP 66      CCA
G

Accessories see page 114

COMPLETE CODE

CC = COVER W = LIGHT COLOUR Y = DIMMABILITY

PC = 10
PC + Ball proof grid = 11

4000 = 4
6500 = 6

DALI-2 = 2
switchable  ON/OFF or analog dim 1-10V = a

with ball proof grid

CODE SYS DIMENSION Ø x H LUMEN (lm) LM/W AMBIENT TEMPERATURE (°C) UGR

157-02CC07011W44Y 205W 360 x 186 29070 142 -30° up to +45° <25

157-02CC08011W44Y 190W 360 x 186 27250 143 -30° up to +45° <25

157-02CC09011W44Y 175W 360 x 186 25190 144 -30° up to +45° <22

157-02CC10011W44Y 165W 360 x 186 23960 145 -30° up to +45° <22

157-02CC11011W44Y 150W 360 x 186 21900 146 -30° up to +50° <22

157-02CC12011W44Y 132W 360 x 186 19600 148 -30° up to +50° <22

157-02CC13011W44Y 113W 360 x 186 17100 151 -30° up to +50° <22

157-02CC14011W44Y 98W 360 x 186 15020 153 -30° up to +50° <22
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TUNE

Text von Michi ?
INFO
Typical applications 
• Demanding industrial plants 
• Storage & logistics halls 
• Sales areas & exhibition halls 
• Fire-hazardous workplaces 
• 1:1 exchange of existing luminaires with 400 W - halogen metal vapor 	
	 lamps
 
Advantages: 
• Easy & quick installation - single point suspension & electrical  
	 connection (optional AC plug-in) 
• Robust aluminium housing (IP66) with high shock resistance 
• High impact resistance IK10 (PC) 
• Excellent visual comfort (UGR up to <22/25) 
• Long lifetime: 70,000 h L80 B10 
• High efficiency up to 153 lm/W

Molto Luce, Weißkirchen, Austria INDEX
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Bild mit PC von Herby

Ø 360

18
6

IP 66      CCA
GIP 66      CCA
GIP 66      CCA
GTUNE M GLAS IP 66      CCA
G

Accessories see page 114

COMPLETE CODE

W = LIGHT COLOUR Y = DIMMABILITY

4000 = 4
6500 = 6

DALI-2 = 2
switchable  ON/OFF or analog dim 1-10V = a

CODE SYS DIMENSION Ø x H LUMEN (lm) LM/W AMBIENT TEMPERATURE (°C) UGR

157-022007011W44Y 205W 360 x 186 30030 146 -30° up to +45° <25

157-022008011W44Y 190W 360 x 186 28150 148 -30° up to +45° <25

157-022009011W44Y 175W 360 x 186 26020 149 -30° up to +45° <22

157-022010011W44Y 165W 360 x 186 24750 150 -30° up to +45° <22

157-022011011W44Y 150W 360 x 186 22620 151 -30° up to +50° <22

157-022012011W44Y 132W 360 x 186 20250 153 -30° up to +50° <22

157-022013011W44Y 113W 360 x 186 17660 156 -30° up to +50° <22

157-022014011W44Y 98W 360 x 186 15520 158 -30° up to +50° <22
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INFO

Tatravagónka, Tlmače, Slovakia

Typical applications 
• Demanding industrial plants 
• Storage & logistics halls 
• Sales areas & exhibition halls 
• Fire-hazardous workplaces 
• 1:1 exchange of existing luminaires with 400 W - halogen metal vapor 	
	 lamps 
 
Advantages: 
• Bluetooth Mesh wireless networking 
• DALI-2 DATA communication 
• Parameterization and configuration via Bluetooth app 
• Powered by the D4i driver 
• Constant light control 
• Highly precise motion detection 
• Circular 360° or rectangular detection area

INDEX
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TUNE S PC MASTER 3360/345 IP 65      DDA
G
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Accessories see page 114

CODE SYS DIMENSION Ø x H LUMEN 3000K LM/W 3000K LUMEN 4000K LM/W 4000K AMBIENT TEMPERATURE (°C) UGR

157-011E00011W442 150W 280 x 144 19860 132 19980 133 -30° up to +45° <25

157-011E01011W442 145W 280 x 144 19480 134 20380 140 -30° up to +45° <25

157-011E02011W442 133W 280 x 144 18010 135 18480 139 -30° up to +45° <25

157-011E03011W442 116W 280 x 144 15980 138 16400 141 -30° up to +45° <25

157-011E04011W442 98W 280 x 144 13900 142 14260 146 -30° up to +45° <25

157-011E05011W442 85W 280 x 144 12540 148 12860 151 -30° up to +45° <25

157-011E06011W442 71W 280 x 144 10700 151 10980 155 -30° up to +45° <25

Possible mounting height: 2.80 m – 14.00 m
Green: radial / Black: tangential

MOTION SENSOR 3360

Possible mounting height: 4.00 m – 14.00 m
Green: radial and tangential

MOTION SENSOR 345

COMPLETE CODE

E = DETECTION AREA W = LIGHT COLOUR

3360 = 4
345 = 5

3000 = 9
4000 = 4
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TUNE

INFO

Penzkofer, Regen, Germany

Typical applications 
• Demanding industrial plants 
• Storage & logistics halls 
• Sales areas & exhibition halls 
• 1:1 exchange of existing luminaires with 250 W - halogen metal vapor 	
	 lamps 
 
Advantages: 
• Bluetooth Mesh wireless networking 
• DALI-2 DATA communication 
• Parameterization and configuration via Bluetooth app 
• Powered by the D4i driver 
• Constant light control 
• Highly precise motion detection 
• Circular 360° or rectangular detection area

INDEX
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TUNE S GLAS MASTER 3360/345 IP 65      DDA
G
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Accessories see page 114

CODE SYS DIMENSION Ø x H LUMEN 3000K LM/W 3000K LUMEN 4000K LM/W 4000K AMBIENT TEMPERATURE (°C) UGR

157-012E00011W442 150W 280 x 144 20520 137 20640 140 -30° up to +45° <25

157-012E01011W442 145W 280 x 144 20120 139 21050 142 -30° up to +45° <25

157-012E02011W442 133W 280 x 144 18610 140 19090 144 -30° up to +45° <25

157-012E03011W442 116W 280 x 144 16510 142 16940 146 -30° up to +45° <25

157-012E04011W442 98W 280 x 144 14360 147 14730 150 -30° up to +45° <25

157-012E05011W442 85W 280 x 144 12950 152 13280 156 -30° up to +45° <25

157-012E06011W442 71W 280 x 144 11050 156 11340 160 -30° up to +45° <25

Possible mounting height: 2.80 m – 14.00 m
Green: radial / Black: tangential

MOTION SENSOR 3360MOTION SENSOR 345

COMPLETE CODE

E = DETECTION AREA W = LIGHT COLOUR

3360 = 4
345 = 5

3000 = 9
4000 = 4

Possible mounting height: 4.00 m – 14.00 m
Green: radial and tangential
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TUNE

INFO

Tatravagónka, Tlmače, Slovakia

Typical applications 
• Demanding industrial plants 
• Storage & logistics halls 
• Sales areas & exhibition halls 
• 1:1 exchange of existing luminaires with 400 W - halogen metal vapor 	
	 lamps 
 
Advantages: 
• Bluetooth Mesh wireless networking 
• DALI-2 DATA communication 
• Parameterization and configuration via Bluetooth app 
• Powered by the D4i driver 
• Constant light control 
• Highly precise motion detection 
• Circular 360° or rectangular detection area

INDEX
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Ø 360

18
6

TUNE M PC MASTER 3360/345 IP 65      DDA
G
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Accessories see page 114

CODE SYS DIMENSION Ø x H LUMEN (lm) LM/W AMBIENT TEMPERATURE (°C) UGR

157-021E07011W442 205W 360 x 186 29070 142 -30° up to +45° <25

157-021E08011W442 190W 360 x 186 27250 143 -30° up to +45° <25

157-021E09011W442 175W 360 x 186 25190 144 -30° up to +45° <22

157-021E10011W442 165W 360 x 186 23960 145 -30° up to +45° <22

157-021E11011W442 150W 360 x 186 21900 146 -30° up to +45° <22

157-021E12011W442 132W 360 x 186 19600 148 -30° up to +45° <22

157-021E13011W442 113W 360 x 186 17100 151 -30° up to +45° <22

157-021E14011W442 98W 360 x 186 15020 153 -30° up to +45° <22

COMPLETE CODE

E = DETECTION AREA W = LIGHT COLOUR

3360 = 4
345 = 5

3000 = 9
4000 = 4

Possible mounting height: 2.80 m – 14.00 m
Green: radial / Black: tangential

MOTION SENSOR 3360MOTION SENSOR 345

Possible mounting height: 4.00 m – 14.00 m
Green: radial and tangential
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TUNE

INFO

Transgourmet, Zell am See, Austria

Typical applications 
• Demanding industrial plants 
• Storage & logistics halls 
• Sales areas & exhibition halls 
• 1:1 exchange of existing luminaires with 400 W - halogen metal vapor 	
	 lamps 
 
Advantages: 
• Bluetooth Mesh wireless networking 
• DALI-2 DATA communication 
• Parameterization and configuration via Bluetooth app 
• Powered by the D4i driver 
• Constant light control 
• Highly precise motion detection 
• Circular 360° or rectangular detection area 
• High efficiency up to 155 lm/W

INDEX
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TUNE M GLAS MASTER 3360/345 IP 65      DDA
G

Ø 360

18
6
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Accessories see page 114

CODE SYS DIMENSION Ø x H LUMEN (lm) LM/W AMBIENT TEMPERATURE (°C) UGR

157-022E07011W442 205W 360 x 186 30030 146 -30° up to +45° <25

157-022E08011W442 190W 360 x 186 28150 148 -30° up to +45° <25

157-022E09011W442 175W 360 x 186 26020 149 -30° up to +45° <22

157-022E10011W442 165W 360 x 186 24750 150 -30° up to +45° <22

157-022E11011W442 150W 360 x 186 22620 151 -30° up to +45° <22

157-022E12011W442 132W 360 x 186 20250 153 -30° up to +45° <22

157-022E13011W442 113W 360 x 186 17660 156 -30° up to +45° <22

157-022E14011W442 98W 360 x 186 15520 158 -30° up to +45° <22

COMPLETE CODE

E = DETECTION AREA W = LIGHT COLOUR

3360 = 4
345 = 5

4000 = 4
6500 = 6

Possible mounting height: 2.80 m – 14.00 m
Green: radial / Black: tangential

MOTION SENSOR 3360MOTION SENSOR 345

Possible mounting height: 4.00 m – 14.00 m
Green: radial and tangential
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TUNE

INFO

Neoom Free City, Freistadt, Austria

Typical applications 
• 1:1 replacement of existing luminaires with 250W - halogen metal vapor 	
	 lamps 
• Demanding industrial plants 
• Multi-purpose halls 
• Production & logistics 
• Food industry 
 
Advantages: 
• Bluetooth Mesh wireless networking 
• DALI-2 DATA communication 
• Parameterization and configuration via Bluetooth app 
• Powered by the D4i driver

INDEX
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undimensioned edges
according DIN ISO 13715

The unauthorized and / or against the rules use of these documents
and possible attachment are not permitted and are judicially pursued

revision

scale

description

article number

CAD systemdrawn by

checked by

creation date

release date

status

Autodesk
Inventor

surface-mounted lamp

Palfi

Palfi

07.11.2022

10.11.2022

Freigegeben

     

2,631 kg 986349 mm^2

DIN ISO 2768-mK general tolerances

sheet 1 of 1

A31 : 1,5

157-0116xxxxxxxxx 00

 
 
 
 
 
 
 

-0,2 +0,2

all dimensions and tolerances related uncoated surfaces         maximum thickness of coating: 120µm

®

TUNE S GLAS EXTENSION IP 65      DDA
G

IP 65      DDA
GTUNE S PC EXTENSION

Accessories see page 114

CODE SYS DIMENSION Ø x H LUMEN 3000K LM/W 3000K LUMEN 4000K LM/W 4000K AMBIENT TEMPERATURE (°C) UGR

157-012600011W442 150W 280 x 176 20520 137 20640 140 -30° up to +45° <25

157-012601011W442 145W 280 x 176 20120 139 21050 142 -30° up to +45° <25

157-012602011W442 133W 280 x 176 18610 140 19090 144 -30° up to +45° <25

157-012603011W442 116W 280 x 176 16510 142 16940 146 -30° up to +45° <25

157-012604011W442 98W 280 x 176 14360 147 14730 150 -30° up to +50° <25

157-012605011W442 85W 280 x 176 12950 152 13280 156 -30° up to +50° <25

157-012606011W442 71W 280 x 176 11050 156 11340 160 -30° up to +50° <25

COMPLETE CODE

W = LIGHT COLOUR

3000 = 9
4000 = 4

CODE SYS DIMENSION Ø x H LUMEN 3000K LM/W 3000K LUMEN 4000K LM/W 4000K AMBIENT TEMPERATURE (°C) UGR

157-011600011W442 150W 280 x 176 19860 132 19980 136 -30° up to +45° <25

157-011601011W442 145W 280 x 176 19480 134 20380 138 -30° up to +45° <25

157-011602011W442 133W 280 x 176 18010 135 18480 139 -30° up to +45° <25

157-011603011W442 116W 280 x 176 15980 138 16400 141 -30° up to +45° <25

157-011604011W442 98W 280 x 176 13900 142 14260 146 -30° up to +50° <25

157-011605011W442 85W 280 x 176 12540 151 12860 151 -30° up to +50° <25

157-011606011W442 71W 280 x 176 10700 151 10980 155 -30° up to +50° <25
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TUNE

INFO

Penzkofer, Regen, Germany

Typical applications 
• 1:1 replacement of existing luminaires with 400W - halogen metal vapor 	
	 lamps 
• Demanding industrial plants 
• Multi-purpose halls 
• Production & logistics 
• Food industry 
 
Advantages: 
• Bluetooth Mesh wireless networking 
• DALI-2 DATA communication 
• Parameterization and configuration via Bluetooth app 
• Powered by the D4i driver

INDEX
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material
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surface finish

undimensioned edges
according DIN ISO 13715

The unauthorized and / or against the rules use of these documents
and possible attachment are not permitted and are judicially pursued

revision
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checked by

creation date

release date

status

Autodesk
Inventor

surface-mounted lamp

Palfi

Palfi

07.11.2022

10.11.2022

Freigegeben

     

2,631 kg 986349 mm^2

DIN ISO 2768-mK general tolerances

sheet 1 of 1

A31 : 1,5

157-0116xxxxxxxxx 00

 
 
 
 
 
 
 

-0,2 +0,2

all dimensions and tolerances related uncoated surfaces         maximum thickness of coating: 120µm

®

TUNE M PC EXTENSION IP 65      DDA
G

TUNE M GLAS EXTENSION IP 65      DDA
G

Accessories see page 114

CODE SYS DIMENSION Ø x H LUMEN (lm) LM/W AMBIENT TEMPERATURE (°C) UGR

157-021607011W442 205W 360 x 186 29070 142 -30° up to +45° <25

157-021608011W442 190W 360 x 186 27250 143 -30° up to +45° <25

157-021609011W442 175W 360 x 186 25190 144 -30° up to +45° <25

157-021610011W442 165W 360 x 186 23960 145 -30° up to +45° <25

157-021611011W442 150W 360 x 186 21900 146 -30° up to +50° <25

157-021612011W442 132W 360 x 186 19600 148 -30° up to +50° <25

157-021613011W442 113W 360 x 186 17100 151 -30° up to +50° <25

157-021614011W442 98W 360 x 186 15020 153 -30° up to +50° <25

COMPLETE CODE

W = LIGHT COLOUR

4000 = 4
6500 = 6

CODE SYS DIMENSION Ø x H LUMEN (lm) LM/W AMBIENT TEMPERATURE (°C) UGR

157-022607011W442 205W 360 x 186 30030 146 -30° up to +45° <25

157-022608011W442 190W 360 x 186 28150 148 -30° up to +45° <25

157-022609011W442 175W 360 x 186 26020 149 -30° up to +45° <25

157-022610011W442 165W 360 x 186 24750 150 -30° up to +45° <25

157-022611011W442 150W 360 x 186 22620 151 -30° up to +50° <25

157-022612011W442 132W 360 x 186 20250 153 -30° up to +50° <25

157-022613011W442 113W 360 x 186 17660 156 -30° up to +50° <25

157-022614011W442 98W 360 x 186 15520 158 -30° up to +50° <25
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TUNE
Molto Luce, Weißkirchen, Austria INDEX
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58

281

93

80

 ADAPTER

COMPLETE CODE

 XX = HOUSING COLOUR

silver = 04

white = 05

black = 06

HIGH BAY ADAPTER FOR TRAIL-SYSTEM

INFORMATION POLE L x W CODE

System insert for the mechanical connection of the round High Bay 

luminaire to the trail-system; Load capacity up to 10 kg;  

One suspension per position necessary

7-pole 281 x 93 610-02830010000XX

11-pole 281 x 93 610-02830020000XX
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TUNE

Ø 415

Ø 280
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Ø 360

279
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0

42

Ø 12

Ø 280

252

19
0

42

Ø 12

AC CONNECTOR & SOCKET
(plastic, IP66, 3-pole, conductor cross-section 0.5mm² – 2.5mm²)

157-0063000000000

REFRACTOR (for TUNE S only)
made of polycarbonate

157-0055000000000

MOUNTING BRACKET S
(aluminium, incl. mounting parts)

157-0057000000000

MOUNTING BRACKET M
(aluminium, incl. mounting parts)

157-0058000000000

BALL GRID S
(steel protective grid)

157-0053000000000

BALL GRID M
(steel protective grid)

157-0054000000000

ACCESSORIES

INDEX
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ACCESSORIES

STEEL CABLE WITH EYELET FOR MOTION DETECTOR USE
(can be cut to any length)

610-0025000000000 Ø 1,5 mm / L 1500 mm
610-0026000000000 Ø 1,5 mm / L 3000 mm
610-0027000000000 Ø 1,5 mm / L 6000 mm

CHAIN 
(load capacity: max. 30kg

835-9926194  Ø 2,2mm / per meter

MOUNTING EYELET 
(steel, IP66)

157-0062000000000

CARABINER  
(steel suspension, IP66)

157-0064000000000 1 Stk.
157-0065000000000 10 Stk.

SPARE PARTS
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